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bguroc

Um Bauroc
Bauroc einingar sem Murbudin selur er framleiddar i verksmidju Bauroc i Andja, Eistlandi.

Bauroc einingarnar eru framleiddar med mismunandi edlispyngd. Taeknilegir eiginleikar eru pvi
mismunandi. [ téflu hér ad nedan er ad finna upplysingar um eftirfarandi gerdir: — ECOTERM+,
CLASSIC, ELEMENT, BURDARBITAR og PLADE, sem er lagervara hja Murbudinni.

Taekniupplysingar
Tafla 1. Teekniupplysingar Bauroc

ECOTERM+ | UNIVERSAL | CLASSIC | ELEMENT | PLADE ACOUSTIC | HARD

Edlispyngd 300 + 25 375+ 25 425+ 30 475+ 25 535+ 30 575+ 30 535 + 30
(kg/m3)

prystipol 1,8 2,5 3,0 3,0 4.5 4.0 5,0
(meazltal)

(N/mm?)

Ryrnun (mm/m) <03 <0,3 <0,3 <03 <03 <0,3 <0,3
Vidlodun(N/mm?) 0,30 0,30 0,30 0,30 0,30 0,30 0,30
Varmaleidni 0,072 0,09 0,10 0,11 0,13 0,14 0,13

Aqo.dry (W/mK)

Brunaflokkun Flokkur A1 Flokkur A1 Flokkur Flokkur A1 Flokkur Flokkur A1 Klasse
Al Al Al

Gufustreymistudull 5/10 5/10 5/10 5/10 5/10 5/10 5/10

Frostpol 25 sveiflur 35 sveiflur 35 sveiflur | 35 sveiflur | 50 sveiflur 50 sveiflur 50 cyklar

(Frost-pidu

sveiflur)

Einingar og milliveggjaplotur
Bauroc einingar uppfylla kréfur stadalsins EN 771-4:2003/A1:2005 “Krofur til hledslusteina — Hluta 4:
Fraudsteypueiningar” og eru CE-merktar. Um er ad raeda mursteina i flokki I.

Sida 213 MURBUDIN

Gott verd fyrir alla, alltaf!
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Tafla 2. Sto6dlud mal, medaledlisbyngd og pyngd af Bauroc eininga og milliveggjaplatna

Lengd (mm) Breidd (mm) Breidd (mm) Edlispyngd (kg/m?) Leidrétt edlishyngd*
(kg/stk)
ECOTERM+ 500 600 500 200 300 19.8
ECOTERM+ 375 600 375 200 300 14,9
ECOTERM+ 300 600 300 200 300 11.8
UNIVERSAL 200/300 600 200/ 300 300 /200 375 14,9
CLASSIC 300 600 300 200 425 16,8
CLASSIC 250 600 250 200 425 14,0
CLASSIC 200 600 200 200 425 11,2
CLASSIC 150 600 150 200 425 84
CLASSIC 100 600 100 200 425 b
HARD 300 600 300 200 535 212
HARD 250 600 250 200 535 17,7
HARD 200 600 200 200 535 141
ACOUSTIC 200 600 200 200 DD 19,0
ACOUSTIC 150 600 150 200 575 114
PLADE 150 600 150 400 535 16,8
PLADE 100 600 100 400 535 1.2
PLADE 75 600 75 400 31519) 84

* Leidrétt edlisbyngd - edlispyngd x 1,1 — sem er notad til Utreikninga a heildarpyngd.

Vikmork ytri mala

Vikmork fyrir allar Bauroc einingar og milliveggjaplotur uppfylla krofur i flokki TLMB (stadall EN 771-
4:2003/A1:2005). bessi flokkun lysir mestu krofum til vikmarka hledslumdrsteina og dkvardar einnig
vikmork sléttleika og samsida flata.

Raunmal og vikmal eininganna er ad finna i toflu 3. Hdmarksfravik hvad vardar sléttleika eininga og
milliveggjaplatna er < 1,0 mm, og hamarksfravik hvad vardar samsida fleti er < 1,0 mm.

Sa3 113 MURBUPIN

Gott verd fyrir alla, alltaf!



bguroc

Tafla 3. Raunmal og vikmork fyrir Bauroc einingar og milliveggjaplotur

Vara Lengd (mm) Breidd (mm) Ha=d (mm)
ECOTERM+ 375 599+1,5 374+1,5 198+1,0
ECOTERM+ 300 599+1,5 299+1,5 19811,0
UNIVERSAL 200/300 59G-HIRG 168+1,0 /299 +1,5 299 +1,5 / 198+1,0
CLASSIC 300 599+1,5 299+1,5 198+1,0
CLASSIC 250 599+1,5 249+1,5 198+1,0
CLASSIC 200 599+1,5 199+1,5 198+1,0
CLASSIC 150 599+1,5 149+1,5 198+1,0
CLASSIC 100 599+1,5 99+1,5 198+1,0
HARD 300 599+1,5 299+1,5 198+1,0
HARD 250 599+1,5 249+1,5 198+1,0
ACOUSTIC 250 599+1,5 249+1,5 198z1,0
ACOUSTIC 150 599+1,5 146+1,5 198+1,0
ELEMENT 150 599+1,5 149+1,5 398+1,0
ELEMENT 100 599+1,5 99+1,5 398+1,0
ELEMENT 75 599+1,5 74%£1,5 39811,0
PLADE 150 599+1,5 149+1,5 398+1,0
PLADE 100 599+1,5 99+1,5 398+1,0
PLADE 75 599+1,5 74415 398+1,0

Bauroc-BURDARBITAR (hurdabitar)

Bauroc burdarbitar, uppfylla kréfur stadalsins EN 845-2:2003 “Krofur til hjalpareininga i hledslu —
Hluta 2: Burdarbitar” og eru CE-merktir.

Bauroc-burdabita ma nota sem berandi einingu yfir op i veggjum (ad undanteknum peim sem taldir
eru i toflu 4). Burdarbitar eru framleiddir i dkvednum ytri malum. Nakvaemar lysingar og mal
burdarbitanna er ad finna i eftirfarandi t6flum. Heiti hverrar gerdar innifelur mal burdarbitans i
pessari r6d: Lengd x Breidd x Haed (mm). Breidd burdarbita og vikmork (raunbreidd 1,5 mm)
samsvarar breidd eininganna. Heed burdarbita er 200 mm, 400 mm eda 600 mm og vikmork i haed —
er raunhad +5,0 mm. Lengdarvikmork burdarbita eru raunlengd £15 mm.

Tafla 4. Bitar fyrir veggi an burdar (milliveggjaplotur 100 eda 150 mm breidd) Nafnmal
bita, burdargeta, kiknun og pyngdir

Nafnmal Breidd Hamarksbreidd ops Hamarksbreidd ops Kiknun

burdarbita (mm) (mm) (mm) (mm)
7200x100x200 1193 99 188 900 8,0 1,8 24
1200x150%200 1193 149 199 900 10,0 0,5 26
1600x100x200 1193 99 199 1300 7,0 2,0 24
2000x100x200 1989 99 199 1700 5,0 3,4 30
2400x100x200 2387 99 182 2000 3,0 46 36

Sida 413 MURBUDIN
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Tafla 5. Nafnmal, burdargeta, kiknun og pyngdir fyrir burdarbita 150mm breidd

Nafnmal Lengd Breidd Haed Hamarksbreidd ops Kiknun byngd Heildarpyngd
burdarbita (mm) (mm) (mm) (mm) (mm) (kg)(mm) | (kg/stk)
1600x150x200 1591 149 199 1200 18,0 2,7 41
2000x150x200 1889 149 199 1500 17,0 3,9 60
1600x150x400 1591 149 399 1100 25,0 0,7 72
2000x150x400 1989 149 399 1500 20,0 1,8 90
2400x150x400 2387 149 399 1900 20,0 2,8 111
3000x150%x400 2984 149 399 2500 15,0 48 147

Tafla 6. Nafnmal, burdargeta, kiknun og pyngdir fyrir burdarbita 200 mm breidd

Nafnmal Hamarksbreidd ops Burdargeta

burdarbita (mm) (kN/m)

1600x200x200 1591 = 199 1200 20,0 2,1 52
2000x200x200 1989 199 199 1600 20,0 3,9 72
2400x200x200 2387 199 199 1900 20,0 55 98
3000x200x200 2984 199 199 2500 15,0 8.0 125
1600x200x400 1591 = 21zig 1200 30,0 0,6 85
2000x200%400 1989 199 399 1600 30,0 1,6 115
2400x200x400 2387 199 399 1900 25,0 2,6 143
3000x200x400 2984 199 399 2500 20,0 56 184
3600x200x400 3581 = BEE 3100 15,0 6,8 DS
4000x200x400 3979 199 399 3500 15,0 7.5 262
5200x200x600 5173 199 599 4600 12,0 476
6000x200x600 5969 199 599 5400 11,0 548

Brunapol

Bauroc er deldfimt efni sem stenst vel ahrif hita fra eldi i margar klukkustundir. Brunataeknileg
flokkun Bauroc er Al. Bauroc hefur einnig gott skammtimapol vid mjog haum hitastig, par sem
frauduppbygging efnisins verndar pad mun betur gegn skemmdum af véldum vatnsgufu, en gerist
t.d. i venjulegri steinsteypu.

Vid upphitun losnar vatnsgufa ur efninu, rakastig leekkar og fraudsteypan ryrnar. Allnokkur ryrnun a
sér stad vid nokkurra klukkustunda bruna vid 200 —300°C. Vié frekari haekkun hitastigs er ryrnunin
jofn, par til hdn eykst enn vié um 700°C.

par sem varmann leidir afar haegt inn i efnid, eru skemmdir viéd skammvinnan bruna ad jafnadi afar
litlar. (Yfirleitt er um ad raeda litil sprungunet vid yfirbord, sem myndast vid ryrnun efnisins, og hafa
ekki ahrif a styrk pess).

Vegna uppgufunar edlis- og efnafraedilega bundins raka, laekkar einnig edlispyngd efnisins vid bruna.

Vid hitastig upp i +700°C verda ekki breytingar a prystipoli. Fari hitastig umfram pessi mork, fellur
prystipol linulega, pannig ad vid +800°C hefur pad fallid um 50 % af upphaflegu gildi, og er naer horfid
vid +900 °C.

Sida 5113 MURBUDIN
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Tafla 7. Brunaflokkun Bauroc hledsluveggja

pykkt hledslu Brunaflokkun
(mm)

500 REI 240

375 REI 240

300 REI 240

250 REI 240

200 REI 240

150 R 120; El 240
100 El 120

75 El 90

Hljédeinangrun
Hljédeinangrun midast vid fullbuin vegg, spartladan med 3kg/pr m2 (1mm hvoru megin).

Tafla 8. Hljédeinangrunargildi

Product name Dry density Wall thickness Sound insulation
(kg/m3) (mm)* Rw (dB)
ELEMENT 100 475 100 37
ELEMENT 150 475 150 41
CLASSIC 200 425 200 43
CLASSIC 250 425 250 46
CLASSIC 300 425 300 48
ACOUSTIC 100 575 100 39
ACOUSTIC 150 575 150 44
ACOUSTIC 200 575 200 47
ACOUSTIC 250 575 250 49
PLADE 100 535 100 38
PLADE 125 535 125 40
PLADE 150 535 150 42
HARD 200 535 200 46
HARD 250 535 250 49
HARD 300 535 300 50
ECOTERM+ 300 300 300 44
ECOTERM+ 375 300 375 47
ECOTERM+ 500 300 500 50

* +2mm plaster (2,8kg/m2)

Sida 6113 MURBUDIN
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Vottord

Siva 7113 MURBUPIN
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Vottord 1 — Mengunarflokkun M1

RAKENNUSTIETO>

The Building Information Foundation RTS sr

EMISSION CLASSIFICATION
OF BUILDING MATERIALS

Ing 403

&
7/, \

Bauroc AS

The classification working group set up by the Building Information
Foundation RTS sr has approved the following product:

bauroc ACOUSTIC
bauroc CLASSIC
bauroc ECOLIGHT
bauroc ECOTERM
bauroc ECOTERM+
bauroc ELEMENT
bauroc HARD

bauroc ROOF ELEMENT
bauroc LUX

bauroc GROUND PRESSURE ELEMENT
bauroc BEAM

bauroc WALL ELEMENT
bauroc U-BLOCK
bauroc UNIVERSAL

as belonging to emission class M1 for building materials.
The classification is valid until June 12, 2021.

Bauroc AS has the right to equip its classified products with the classification
mark and to use this classification mark when marketing these products.

The decision is in line with the requirements laid down in the Classification
of Indoor Climate 2008 and the Classification of Building Materials: General
Instructions.

THE BUILDING INFORMATION FOUNDATION RTS sr

Markku Hedman Arja Valtanen
Director General Secretary of the Classification
Working Group

The Building Information Foundation RTS sr, P.O.B 1004, FI-00101 Helsinki, Finland
Tel. +358 207 476 400, m1.rts fi

MURBUDIN

Gott verd fyrir alla, alltaf!
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Vottord 2 — Declaration of Performance

bgurogc

DECLARATION OF PERFORMANCE
No 0301W8_06.2017

1. Unigue identification code of the product-type: Prefabricated reinforced component of autoclaved aerated
concrete bauroc WALL ELEMENT EN 12602 — W8/AAC 3,5/500/LxWxH

2. Intended use: WALL ELEMENTS can be used for mountable non-loadbearing internal and external walls
(horizontal) for different type of buildings, as well for walls with mechanical impact.

Bauroc AS
Andja, 44209 Ladne-Virumaa, Estonia
Tel: +372 329 5050 e-mail: bauroc@bauroc.ee

3. Manufacturer:

4. System of AVCP: Sistéma 2+
5. Harmonised standard: EN 12602:2016

Notified body: No 1403; Teede Tehnokeskus AS (1403 — CPR — 0160)

6. Declared performance:

Harmonised
Essential characteristic Declared performance technical
specification
Compressive strength class (AAC) 35 )
Density class (AAC) 500 EN 126022016
Charactlerlsﬂc yield strength of MPa 500 EN 10080
reinforcing steel
Mechanical resistance of Design according to Annex A, EN 126022016
component Method 2
Length(L) m 2,0 — 6,0 (step 0,2m) EN 991
Dimensions Width(W) mm 150, 200, 250, 300, 375, 500 EN 991
Height(H) mm 300, 600 EN 991
Dimensional tolerances Class T1 EN 12602:2016
Length mm 15
Width mm 12
Height mm +3
Drying shrinkage (AAC) mm/m =030 EN 680
qurosion protection of Coating applied EN 990
reinforcement
Reaction to fire Al
Resistance to fire El, EI-M EN 12602:2016
Bauroc Product Catalogue 06.2017
Thermal conductivity Aqpg EN 12602:2016
(0=50%): ’ W/(mK) 0,12 (Table 4)
Freeze-thaw resistance 50 cycles EN 15304
Additional technical information Bauroc Product Catalogue 06.2017

The performance of the product identified above is in conformity with the set of declared performance. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole

responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Tallinn, 12.06.2017

....... Lt L T T T —— e

Esko Unga
Development manager

5050
50561
E-mail: bauroc@bauroc.ee

44209 Laane-Virumaa
EESTI

www.bauroc.ee
g.nr 10198948
VAT nr EE100309342

MURBUDIN

Gott verd fyrir alla, alltaf!
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Vottord 3 — Declaration of Performance / Flokkunarvottord

bgurgogc

FLOKKUNARVOTTORD

Nr. 19009

1. Audkenning vorunnar: Milliveggjaplotur bauroc PLADE

2. /tlud notkun: Einingar ar fraudsteypu i ymiss konar hladna byggingahluta, med eda an burdar, limdum

med bauroc fraudsteypulimi (punnmiir)

3. Framleidandi:
Bauroc AS
Factory 1, Andja, 44209 Laane-Virumaa, Estonia
Tel: +372 329 5050 e-mail: bauroc@bauroc.ee

4. Mats- og geedaeftirlitskerfi: Kerfi 2+

5. Stadall: EN 771-4:2011+A1:2015

Eftirlitsstofnun: nr 1403; Teede Tehnokeskus AS (1403-CPR-0027)

6. Yfirlystir eiginleikar

Helstu eiginleikar Meeligildi Flokkun skv.stadli
Lengd, mm 599
Mal Breidd, mm 149,124,99, 74
Haed, mm 198, 398
Vikmaork Flokkur TLMB
Sléttleiki flata, laréttar figur, mm <1,0
Samsida fletir laréttar figur, mm <10
Mursteinar, flokkur |
brystipol: medaltal, N/mm? o
(tgnlngur 100x100x100 mm) ENT71-4:9011+
Ryrnun, mm/m <0,3 A12015
Vidlodun, N/mm? 0,30 (EN 998-2 vidauki C) ’
Brunaflokkun Euroklasse A1
Isog raka NPD
Gufugegnstreymisstudull p (EI\? /]17(115)
Edlispyngd (medaltal), kg/m?® 535
Varmaleidni: Aiodry (P=50%), W/(mK) (EN ]71?&';? I?kan s1)
Frostpol 50 sveiflur
Logun Sléttir fletir

Eiginleikar peirrar voru sem lyst er hér ad framan, eru i samraemi vid eiginleika i pessari vorulysingu. bessi
yfirlysing er unnin samsvaemt tilskipun (EB). 305/2011, & abyrgd pess framleidanda sem getid er hér ad ofan.

Undirritad fyrir hond framleidanda:

Tallinn, 17.12.2018

Toomas Nilson
Taeknistjori

Bauroc AS

Andja, Rakvere vald
44209 Laane-Virumaa
EESTI

Tel: +372 329 5050
Fax: #372 329 5051
E-mail: bauroc@bauroc.ee

www.bauroc.ee
Reg.nr 10198948
VAT nr EE100309342

Sida10i13
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Vottord 4 — Cerificate of Conformity

Teede
Tehnokeskus

Notified body No. 1403 R\
TEEDE TEHNOKESKUS AS

s ates

N
N

N\

NN

N AccrepTATO™

ALY Véike-Manniku 26 :
?"lfl’!’ 11216 Tallinn, Estonia . BN RO 12005

Certificate of conformity of the factory
. production control
/ 1403 - CPR - 0160

7 \
/ In compliance with Regulation 305/2011/EU of the European Parliament and of the Council \
/ of 9 March 2011 (the Construction Products Regulation or CPR), this certificate applies to
the construction product
/ Prefabricated reinforced components of autoclaved aerated concrete

for use in loadbearing and nonloadbearing structures in accordance with the
manufacturer's specifications,
CE marking method 2,

placed on the market under the name or trade mark of
Bauroc AS
Andja, Rakvere Parish, 44209 Laéne-Virumaa, Estonia, Reg. No. 10198948

and produced

Bauroc AS
Andja, Rakvere Parish, 44209 Laane-Virumaa, Estonia.

This certificate attests that all provisions concerning the assessment and verification of

constancy of performance described in Annex ZA of the standard

EN 12602:2016
under system 2+ are applied and that

the factory production control is assessed to be in conformity with the applicable /
requirements. //

This certificate was first issued August 17, 2015, updated August 1, 2018 and will remain
valid until August 17, 2021 as long as neither the harmonised standard, the construction
product, the AVCP methods nor the manufacturing conditions in the plant are modified
significantly, unless suspended or withdrawn by the notified factory production control
certification body.

%) /
C /
: 714
: 7}
Tallinn Taivo Mol AL
01.08.2018 Head of the Company ,’;‘;’4’

N
N

N

SRy
SN W N

Sida 11113 MURBUPIN
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Nanari upplysingar
Fragangur yfir hurda- eda gluggaop: http://bauroc.is/til-byggingarstjora/hladid-yfir-op/

Ymis snid ath. sida Bauroc.se: https://bauroc.se/projektering/detaljer/

Dzemi um fragang par sem mikillar hljé6einangrunar er krafist:
https://bauroc.se/projektering/ljudisolering/

Soluadili Bauroc & islaandi

Murbudin ehf.
Kletthalsi 7
110 Reykjavik
S: 412 2500

Sida 12 113 MURBUDIN
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